
MODEL: IM-100 
Instruction on Replacing the PC Board: 
(4 CUBE to 5 CUBE ) 
 

1. Please remove the two screws on the back of the unit. One of the screws is 
covered by the label. (See IMG-01 to IMG-02). 

2. There are two more screws at the bottom of this unit. Please unscrew them. 
(IMG-03). 

3. After removing the back cover, please also remove the six screws on the metal 
strip (IMG-04). 

4. Take off the cover of the plastic box (IMG-05). 
5. Take off the PC board by removing the four screws at the corners (IMG-06). 

*PLEASE NOTE THE IMAGE SHOWN HERE IS WHAT YOUR OLD PCB WILL LOOK LIKE.  
6. To avoid a wrong connection, please remove only one of those wires each time 

and plug it into the new PC board. 
7. In image 7, there is a set of yellow arrows pointing to the fan connection cord. 

Lightly tug on the location indicated by the two small yellow arrows. This will 
more easily allow you to locate the connection of the cord to the white “lego 
block”, this location is indicated by the large yellow arrow. Cut the cord.  

8. In image 7, there is a set of green arrows pointing to the left, power source 
connection cord. Lightly tug on the location indicated by the two small green 
arrows. This will more easily allow you to locate the connection of the cord to the 
white “lego block”, this location is indicated by the large green arrow (Just behind 
the yellow arrow). Cut the cord.  
CAUTION: IT IS IMPORTANT TO FOLLOW THE CORD STARTING AT THE 
LOCATION INDICATED BY THE GREEN ARROWS, SO AS NOT TO CUT THE 
INCORRECT CORD. FAILING TO DO SO COULD RESULT FURTHER 
DAMAGE THE MACHINE 

9. Connect the two cords cut in instructions 7 and 8 so that their metal tips 
intertwine and seal with a plastic cap or electrical tape (IMG-08). 

10. Disconnect the two cords indicated by the green arrows (IMG-09).  
11. Connect the two cords indicated by the green arrows, to the two plugs indicated 

by the green arrows. Thus the left sided cord to the left sided plug, the right sided 
cord to the right sided plug. (IMG-10). 

12. The circled sensor indicated in image 11, needs to be connected with the 
provided zip tie to any of the circled coils indicated in image 12. The zip tie 
should connect the metal sensor directly onto the metal coils, so as to  better 
sense the temperature of the coils.  

13. connect all remaining plugs, put back the cover of plastic box, metal strip, and 
the back housing of the unit. 
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In comparison with the previous/old PC board that comes standard in earlier model 
IM-100’s there are no fan cord attachment plugs, nor is there an additional sensor. 
Such changes are manufactured to improve the overall quality of the machine. 


